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Brake Cable  

Replacement & 

Adjustment:  

Cantilever  Brakes  

Tools  You  Will Need :  

Cable  

Cutters  Allen 

Wrench  

Needle 

Nose  

Pliers  

10 mm 

Combo 

Wrench  

Brake  

Cable  Cable 

Tip  
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Using the cable 

cutters, cut the 

cable tip off of the 

cable.   

This cable is frayed 

and needs to be  

replaced! The cable 

could also need to 

be replaced if 

kinked or bent, or 

excessively rusty.  

Loosen the cinch 

bolt that holds the 

harness and brake 

cable in place.    
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Use the quick  

release to  

disengage the 

brake cable from 

the brake arm.  

Pull the cable out 

of the harness.   

Pull the cable out of 

the cable housing.  
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Remove the top, or 

head, of the cable 

from the brake 

lever.  

Get a new brake 

cable.  

Insert the top of 

the new cable in 

the brake lever. 

Make sure that it 

fits through the 

barrel adjuster as 

well.  
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Screw the barrel      

adjuster into the 

brake lever so the 

cable wonõt pop 

out.  

Slide the cable hous-

ing onto the cable. 

Make sure it slides  

easily. If not, it may 

need to be replaced.   

Slide the cable 

housing up to the  

barrel adjuster and 

brake lever.  
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Slide the cable 

through the cable 

stop piece.  

Sometimes you may 

need to replace the 

harness as well.  

Slide the cable 

through the new  

harness.  


